
IPS Corporation

500 Distribution Parkway

Collierville, TN 38017

800-888-8312
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Mechanical Joint application Electrofusion application



The  material of choice in Acid Waste for the last 20 years

Excellent resistance to chemicals and solvents

Capable of handling exothermic reactions

Durable & easy to install

Designed and tested to temperatures of -40º to 212º F

O-Ring - (EPDM): Ethylene Propylene Diene Monomer 



Purposely designed for Acid Waste systems installation

Direct mount on any molded FR-PP sanitary Tee 

Usable with either Mechanical Joint or Electrofusion FR-PP fittings

Easily adaptable to CPVC, glass, PVDF or Duriron® systems

Extended tailpiece assures the 4” 
minimum requirement

Minimum of 4” above 
the top of horizontal 
pipe being served

Patented Studor screen keeps 
‘business end’ of the valve clean



CHEM-VENT™ will directly mount to molded sanitary Tees manufactured by:
IPEX-GF/SLOANE-ORION-ZURN

Electrofusion
Preparation, assembly, clamping and machine programming shall strictly follow the fitting 

manufacturer instructions for a single (or multiple if other fittings are simultaneously welded) 
11/2” pipe to fitting weld.

Mechanical Joints
Preparation (e.g. grooving) and assembly shall strictly follow the fitting 
manufacturer instructions for  an 11/2” MJ pipe to fitting connection.

No special equipment other than what supplied by the fitting manufacturer is required.



SPEARS (LabWaste™) 
Using the special PP pipe adapter offered by this manufacturer. 

CHARLOTTE (ChemDrain ™)
Solvent/cementing a small CPVC pup piece into the side socket of the Tee and 
then connecting that spigot to the valve’s tail piece with a no-hub coupling or 
special MJ adapter.

CHEM-VENT™ can be easily installed on molded sanitary Tees manufactured by:
SPEARS – CHARLOTTE PIPE

CHEM-VENT ™ will meet or exceed operational temperature & chem. resistance parameters of CPVC systems



Although the CHEM-VENT™ will easily meet most operational temperature & chem. resistance 
parameters of applications using glass, this may not always be the case.

Studor should be consulted before a CHEM-VENT™ is installed on a glass system.

Schott or CheFlowtronics

CHEM-VENT™ can be easily installed on borocilicate glass sanitary Tee manufactured by: 

All that is needed to install The CHEM-VENT™ on a Kimax™ (Schott) or Borodrain™ 
(ChemFlwotronics) Tee is a glass/PP adapter offered by all FR-PP acid waste system 
manufacturers.



The CHEM-VENT™ can be easily installed on borocilicate glass systems

Electrofusion glass adapter

MJ glass adapter



Although the CHEM-VENT™ will easily meet most operational temperature & chem. 

resistance parameters of applications using FR-PVDF, this may not always be the case. 

Studor should be consulted before a CHEM-VENT™ is installed on a FR- PVDF system.

The CHEM-VENT™ will directly mount to molded MJ sanitary Tees manufactured by:
IPEX-GF/SLOANE-ORION-ZURN

MJ FR-PVDF Sanitary Tee



All that is needed to install The CHEM-VENT™ T on a Duriron MJ or bell & spigot 
Tee is one of two adapters commercially available either through Duriron itself or 

all FR-PP acid waste system manufacturers.

The CHEM-VENT™ will meet or exceed operational requirements

(especially chem. resistance) of most systems using Duriron pipe & fittings.

The CHEM-VENT™ can be easily installed on silicon/iron cast alloy systems

MJ PP adapter 
+ No-hub coupling

MJ glass 
adapter

Score pipe; use asbestos 
rope or acid resistant 
oakum; caulk with hot 

lead, lead wool or 
caulking cement



The use of the CHEM-VENT ® is:

Recommended: 

In Chemical Waste systems when: FR-PP, PP, CPVC or DURIRON pipe & fittings are installed

Conditionally recommended:
In Chemical Waste systems when: Glass or FR- PVDF pipe & fittings are installed  If FR-PP is     
deemed resistant to the chemical waste in a glass system, the Chem-Vent™ can be used on 
glass systems unless the system is installed in a return air plenum.

Not recommended:

In Plenum rated areas or on systems which couldn’t be otherwise vented to open air without the  

use of filtration in order to retain organic or inorganic compounds which, if inhaled in the  

concentrations and proportions found inside the piping system, would be harmful to humans or 

animals.

Selection Parameters

The CHEM-VENT ™ cannot be used in Plenum Designated Areas


